
8C092 HIGH TEMP 
CHEMICAL COMPOSITE
This heavy-duty high temp suction and discharge composite hose is designed for use in 

PART # ID OD WP BEND 
RADIUS 

VACUUM 
RATING WEIGHT PACKAGING

8C092-100 1.00 1.12 250 6.00 29 1.60

8C092-150 1.50 1.68 250 8.00 29 14.50

8C092-200 2.00 2.24 250 6.00 29 16.75

250 8.00 29 2.40

8C092-400 4.00 4.40 250 14.20 29 1.60

8C092-600 6.00 6.75 250 22.00 29 2.40

8C092-800 8.00 9.00 250 29

8C092-1000 10.00 11.50 250 40.00 29 7.20

8C092-1200 12.00 250 47.00 29 11.00

888-661-1680

WARNING: 

TUBE:
REINFORCEMENT:

COVER:
TEMPERATURE:

INNER HELIX:
OUTER HELIX:

PTFE Film

Stainless
Stainless

prussell
Sticky Note
8C092 EXTRA HIGH TEMP BLACK SS CHEMICAL COMPOSITE HOSE

prussell
Sticky Note
Inner Helix 316 Stainless Steel Wire   Lining White PTFE Inner Film   Carcass Spiral Ply Polypropylene Fabrics Film   Outer Layer Black With White Stripe, PVC-Coated Extra High Temperature Nylon Film Resistant To Abrasion, UV, and Ozone   Outer Helix 316 Stainless Steel Wire   Temperature -40°F to +350°F




